MICROWAVE OVEN MO-1817S - “SCAN & GO” SYSTEM

1800 W. Static ceramic base with 2 magnetrons. 17 | cavity.
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v Microwave output power: 1800 W

Microwave oven equipped with scanner for intelligent  Consumption: 3000 W
product detection. Internal dimensions
Heavy-duty, programmable oven equipped with 2 v Width: 330 mm
magnetrons. v Depth: 310 mm

v Height: 175 mm

External dimensions (W x D x H)
v Width: 420 mm

v Depth: 560 mm

v Height: 341 mm

Net weight: 30 kg

Microwave oven equipped with a barcode scanner for pro-
duct barcode reading. Programming and microwave usage
through barcode scanning enable maximum security and
process standardization, ensuring consistent results at all

times. Crated dimensions
v Commercial model, equipped with 2 magnetrons. 640 x 507 x 416 mm
v Stainless steel cabinet and cavity. Gross weight: 32 kg

v The static ceramic base gives more capacity to the oven.

v Programmable. Easy to program and use. AMAI.LAB.LE_M.QQELS—

5120049 Microwave oven MO-1817S 230/50/1

SPECIFICATIONS * Ask for special versions availability
Timer (min-max): 0’ - 60’
Interior volume: 171
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