
SaleS DeScription  
Tank dividers allow food to be organized within an insulated 
tank or 28P / 56P heated tank.

 9 Stainless steel made.
 9 The dividers are installed on two supports. 
 9 The intermediate dividers are installed on a divider and a support. 
NOTE: The supports are ordered separately (set of two units). 

External dimensions:
 9 S divider: 378.4 x 3 x 213 mm.
 9M divider: 584.4 x x 3 x 213 mm.
 9 L divider: 700.4 x 3 x 213 mm.
 9 1/2 intermediate divider: 294.5 x 3 x 213 mm.
 9 2/3 intermediate divider: 354.5 x 3 x 213 mm.
 9 Tank divider support: 418.6 x 36.5 x 90 mm.

In-tank dimensions:
 9 S divider: 286 x 3 x 183 mm.
 9M divider: 491 x 3 x 183 mm.
 9 L divider: 611 x 3 x 183 mm.
 9 1/2 intermediate divider: 243.5 x 3 x 183 mm.
 9 2/3 intermediate divider: 303.5 x 3 x 183 mm.

available MoDelS

1180180 Tank divider S (divider for 28 l tank)

1180181 Tank divider M (short divider for 56 l tank)

1180182 Tank divider L (long divider for 56 l tank)

1180183 Intermediate divider 1/2 for 56 l tank

1180184 Intermediate divider 2/3 for 56 l tank

1180188 Tank divider support set 28 / 56 (2 units)
* Ask for special versions availability  
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